D. L. MARTIN COMPANY

25 E. Harbaugh Drive, Mercersburg, Pa. 17236
Phone (717) 328-2141/Fax (717) 328-5437 or (717) 328-5919

ASSEMBLY INSTRUCTIONS FOR TWENTY YEAR
WARRANTY JACKS INCLUDING DOUBLE WRAP TAPECOAT.

These instructions are designed to provide a water tight assembly for the
protection (and monitoring of the jack assembly; PVC only).

PICTURE REPRESENTS WARRANTY 2 PVC
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WARRANTY 1 (DOUBLE WRAP TAPECOAT) INSTRUCTIONS

ITEMS NEEDED

1. Supplied Tapecoat

2. Cleaning solution (noflammable and nopetroleum)
3. Wire Brush

PLEASE FOLLOW INSTRUCTIONS CAREFULLY!

NOTE: APPLY TO EACH CYLINDER JOINT AFTER ASSEMBLY
1. After assembling the plunger and cylinder section, clean the exposed metal cylinder joint area wel| with
nonpetroleum solvent and wire brush.
Remove moisture from cylinder surface.
Spiral wrap 2 inch Tapecoat with 1 inch overlap over the entire coupling. Overlap factory applied Tape-
coat by 3 inches. Repeat this step in order to get a second layer of Tapecoat(@&gglipdttures below
for examples.)
4. Repeat Steps-3 for each cylinder joint.

W

See page 3 for PVC details
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